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® Typical Performance

S312311

140 MHz Bandpass Filter
12.0 MHz Bandwidth

Spy log MAG 1@ dB- REF -53.4 dB 1: @ dB
" 2. ¢oo ode MHz
AREF=1

BW: 12. 263 9€@ MHz
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1 ibss: {23.412 dB

CENTER 140. 8600 BB0 MHz

@ Specification

SPAN

SP0. 992 088 MHz

Index Unit Min Typical Max
Center Frequency MHz 139.80 140.00 140.20
Insertion Loss dB - 23.5 25.0
1 dB Bandwidth MHz 11.50 11.74 -
3 dB Bandwidth MHz 12.00 12.25 -
40 dB Bandwidth MHz - 14.47 15.00
Passband Ripple dB - 0.45 0.80
Group Delay Variation nsec - 80 150
Absolute Delay psec - 1.74 -
Ultimate Rejection dB 50 60 -
Substrate Material - YZ-LiNbO3
Temperature Coefficient ppm/°C -94
Package mm 20

® Package Dimension
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® Matching Configuration
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Tel: 1-858-674-6434
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No Matching required

Source / Load Impedance = 50Q
Ambient Temperature = 25°C

| Fax 1-619-374-7262

© 2006-2008 SAWTRON Inc. All rights are reservered

Last Update : 10 Jul. 2008



