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® Typical Performance
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115.00 MHz Bandpass Filter
9.4 MHz Bandwidth

Sz1 log MAG 18 dB~- REF —-51.43 dB 1 09 dB
hp 2. 928 8de MHz
AREF=1
BW: S. 474 833 MHz
MARKER WIDTH UALUE 2 cant: 1159399184 MHz
-3 @B 4 a: 17.148
[ I bss 21.743 dB
! T 'l
CENTER 115. 1880 880 MH=z SPAN 30. 800 BB MHz
@ Specification
Index Unit Min Typical Max
Center Frequency MHz 114.85 115.00 115.15
Insertion Loss dB - 22.0 23.5
1 dB Bandwidth MHz 9.00 9.16 -
3 dB Bandwidth MHz 9.40 9.47 -
40 dB Bandwidth MHz - 10.72 11.00
Passband Ripple dB - 0.55 1.00
Group Delay Variation nsec - 100 200
Absolute Delay psec - 2.44 -
Ultimate Rejection dB 50 60 -
Substrate Material - YZ-LiNbO3
Temperature Coefficient ppm/°C -94
Package mm 20

® Package Dimension
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® Matching Configuration
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Bottom View
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L1=68nH
Source / Load Impedance = 50Q
Ambient Temperature = 25°C
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